


EonStor Subsystem Specification Matrix
®

512MB 2GB DDR512MB 2GB DDR512MB 2GB DDR512MB 2GB DDRCache Memory (per Controller)

YesYesYesYesBattery Backup (Memory)

Fibre to Fibre RAID Subsystem

Yes

Yes

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

ASIC400

224 (4G FC) + 48 (SATA-II 3Gb/s)

1U Rackmount

Single upgradeable to redundant

FF-S4030-6

224 (4G FC)  + 48 (SATA-II 3Gb/s)224 (4G FC)224 (4G FC)Max. Number of Drives

Expansion Channel

Fibre RAID Head

Yes

Yes

6CH, 4G FC with Hub function      (2 SFP for each channel)

CH0,1: Host channel              CH2,3: Drive Channel

CH4,5: User Configurable as Drive or Host Channel

For R : 2CH, SAS 4x, 2 x (SFF-8470) Expansion Ports

For S : 1CH, SAS 4x, 1 x (SFF-8470) Expansion Port

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

ASIC400

1U Rackmount

Yes

FF-R4030-6

Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch or JAVA-based SANWatch*1Management

YesYesRedundant Fan Modules

YesYesRedundant Power Supply

Drive Channel

6CH, 4G FC with Hub function      (2 SFP for each channel)

CH0,1: Host channel              CH2,3: Drive Channel

CH4,5: User Configurable as Drive or Host Channel

Host Channel

0, 1(0+1), 3, 5, 6, 10, 30, 50, 600, 1(0+1), 3, 5, 6, 10, 30, 50, 60RAID Levels

ASIC400ASIC400RAID Engine

1616Drive Bays

3U Rackmount3U RackmountForm Factor

Single upgradeable to redundantYesRedundant Controller

F16F-S4031-6F16F-R4031-6Model

Product Image 

512MB 2GB DDR512MB 2GB DDR512MB 2GB DDR512MB 2GB DDRCache Memory (per Controller)

SAS / SATA-II 3Gb/sSAS / SATA-II 3Gb/sSAS / SATA-II 3Gb/sSAS / SATA-II 3Gb/sDrive Channel

Fibre to SAS Subsystem

60488064Max. Number of Drives

Yes

Yes

Optional

SAS 4x, 1 x (SFF-8088)

2CH, 4G FC, 2 x SFP

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

ASIC400

12

2U Rackmount

No

S12F-G1433

Yes

Yes

Yes

SAS 4x, 2 x (SFF-8088)

4CH, 4G FC, 4 x SFP

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

ASIC400

12

2U Rackmount

Yes

S12F-R1432

SAS 4x, 1 x (SFF-8470)SAS 4x, 2 x (SFF-8470)

Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch or JAVA-based SANWatch*1Management

YesYesRedundant Fan Modules

YesYesRedundant Power Supply

OptionalYesBattery Backup (Memory)

Expansion Channel

2CH, 4G FC, 4 x SFP

with Hub function

4CH, 4G FC, 8 x SFP

with Hub function
Host Channel

0, 1(0+1), 3, 5, 6, 10, 30, 50, 600, 1(0+1), 3, 5, 6, 10, 30, 50, 60RAID Levels

ASIC400ASIC400RAID Engine

1616Drive Bays

3U Rackmount3U RackmountForm Factor

NoYesRedundant Controller
S16F-G1430S16F-R1430Model

Product Image 

Fibre to SATA RAID SubsystemFibre to 2.5 SAS Subsystem

512MB 2GB DDR512MB 2GB DDR512MB 2GB DDR512MB 2GB DDRCache Memory (per Controller)

SAS / SATA-II 3Gb/sSAS / SATA-II 3Gb/s2.5 SAS2.5 SASDrive Channel

8856 
60 (2.5 SAS) /                                              

12 (2.5 SAS) + 64 (SATA-II 3Gb/s) 
48 (2.5 SAS) /                                                      

12 (2.5 SAS) + 48 (SATA-II 3Gb/s) 
Max. Number of Drives

Yes

Yes

Optional

SAS 4x, 1 x (SFF-8470)

2CH,4G FC, 2 x SFP

with Hub function

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

ASIC400

24

4U Rackmount

No

A24F-G2430

Yes

Yes

Yes

SAS 4x, 2 x (SFF-8470)

4CH,4G FC, 8 x SFP

with Hub function

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

ASIC400

24

4U Rackmount

Yes

A24F-R2430

SAS 4x, 1 x (SFF-8088)SAS 4x, 2 x (SFF-8088)

Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch or JAVA-based SANWatch*1Management

YesYesRedundant Fan Modules

YesYesRedundant Power Supply

OptionalYesBattery Backup (Memory)

Expansion Channel

2CH, 4G FC, 2 x SFP4CH, 4G FC, 4 x SFPHost Channel

0, 1(0+1), 3, 5, 6, 10, 30, 50, 600, 1(0+1), 3, 5, 6, 10, 30, 50, 60RAID Levels

ASIC400ASIC400RAID Engine

1212Drive Bays

1U Rackmount1U RackmountForm Factor

NoYesRedundant Controller
B12F-G1430B12F-R1430Model

Product Image 

*1: SANWatch Management Suite is supported on ASIC400 or later models



EonStor Subsystem Specification Matrix
®

Fibre to SATA RAID Subsystem

512MB 2GB DDR512MB 2GB DDR512MB 2GB DDR512MB 2GB DDRCache Memory (per Controller)

SATA-II 3Gb/sSATA-II 3Gb/sSATA-II 3Gb/sSATA-II 3Gb/sDrive Channel

8121616Max. Number of Drives

Yes

Yes

Optional

2CH, 4G FC, 2 x SFP

0, 1(0+1), 3, 5, 10, 30, 50

ASIC266

8

2U Rackmount

No

A08F-G2422

Yes

Yes

Optional

2CH, 4G FC, 2 x SFP

0, 1(0+1), 3, 5, 10, 30, 50

ASIC266

12

2U Rackmount

No

A12F-G2422

Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch or JAVA-based SANWatch*1Management

YesYesRedundant Fan Modules

YesYesRedundant Power Supply

OptionalYes Battery Backup (Memory)

Expansion Channel

2CH, 4G FC, 2 x SFP
4CH, 4G FC, 8 x SFP 

with Hub function
Host Channel

0, 1(0+1), 3, 5, 6, 10, 30, 50, 600, 1(0+1), 3, 5, 6, 10, 30, 50, 60RAID Levels

ASIC400ASIC400RAID Engine

1616Drive Bays

3U Rackmount3U RackmountForm Factor

NoYesRedundant Controller
A16F-G2430A16F-R2431Model

Product Image 

*1: SANWatch Management Suite is supported on ASIC400 or later models

*2: Depending on connected RAID model, to support SAS or SATA-II drives.

SAS 4x, 2 x (SFF-8470)SAS 4x, 4 x (SFF-8470)

SAS JBODFibre SBOD

Cache Memory (Per Controller) Managed by RAID

RAID Engine

SAS / SATA-II 3Gb/s *2SAS / SATA-II 3Gb/s *24G FC4G FCDrive Type

Yes

16

3U Rackmount

Single upgradeable to redundant

S16S-J1000-S

Yes

16

3U Rackmount

Yes

S16S-J1000-R

Managed by RAIDRedundant Power Supply

YesYesRedundant Fan Modules

Management

Battery Backup (Memory)

RAID Levels

Expansion Channel

Drive Channel 2CH, 4G FC, 4 x SFP
2CH, 4G FC, 4 x SFP

(Loop Switching)

Host Channel

1616Drive Bays

3U Rackmount3U RackmountForm Factor

NoYesRedundant Controller

A16F-J2430-GF16F-J4000-RModel

Product Image 

SAS 4x, 2 x (SFF-8088)SAS 4x, 4 x (SFF-8088)

2.5 SAS JBODSAS JBOD

Cache Memory (Per Controller) Managed by RAID

RAID Engine

2.5 SAS2.5 SASSAS / SATA-II 3Gb/s*2SAS / SATA-II 3Gb/s*2Drive Type

Yes

12

1U Rackmount

Single upgradeable to redundant

B12S-J1000-S

Yes

12

1U Rackmount

Yes

B12S-J1000-R

Managed by RAIDRedundant Power Supply

YesYesRedundant Fan Modules

Management

Battery Backup (Memory)

RAID Levels

Expansion Channel

Drive Channel SAS 4x, 2 x (SFF-8470)R: SAS 4x, 4 x (SFF-8088)

Host Channel

1212Drive Bays

2U Rackmount2U RackmountForm Factor

NoYesRedundant Controller

S12S-J1000-GS12S-J1002-RModel

Product Image 



EonStor Subsystem Specification Matrix
®

SAS to SATA RAID Subsystem

SATA-II 3Gb/s

2CH, SAS 4x, 2 x (SFF-8088)

SATA-II 3Gb/s

SAS 4x, 1 x (SFF-8088)SAS 4x, 2 x (SFF-8088)

SATA-II 3Gb/sSATA-II 3Gb/s

2CH, SAS 4x, 4 x (SFF-8088)

256MB 2GB DDR256MB 2GB DDR512MB 2GB DDR512MB 2GB DDRCache Memory (per Controller)

OptionalOptionalOptionalYesBattery Backup (Memory)

Yes

Yes

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

ASIC400

12

12

2U Rackmount

No

A12S-G2130

168856Max. Number of Drives

Expansion Channel

Yes

Yes

2CH, SAS 4x, 4 x (SFF-8088)

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

ASIC400

16

3U Rackmount

No

A16S-G2130

Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch or JAVA-based SANWatch*1Management

YesYesRedundant Fan Modules

YesYesRedundant Power Supply

Drive Channel

4CH, SAS 4x, 8 x (SFF-8088)Host Channel

0, 1(0+1), 3, 5, 6, 10, 30, 50, 600, 1(0+1), 3, 5, 6, 10, 30, 50, 60RAID Levels

ASIC400ASIC400RAID Engine

2424Drive Bays

4U Rackmount4U RackmountForm Factor

NoYesRedundant Controller

A24S-G2130A24S-R2130Model

Product Image 

SCSI to SATA RAID

A08S-G2130

SAS to SATA RAID Subsystem

SATA-II 3Gb/s

2CH, SCSI-320, 4 x VHDCI

SATA-II 3Gb/sSATA-II 3Gb/sSATA-II 3Gb/s

2CH, SAS 4x, 2 x (SFF-8088)

512MB 2GB DDR256MB 1GB DDR256MB 1GB DDR256MB 2GB DDRCache Memory (per Controller)

OptionalOptionalOptionalOptionalBattery Backup (Memory)

Yes

Yes

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

ASIC266

24

24

4U Rackmount

No

A24U-G2421

888Max. Number of Drives

Expansion Channel

Yes

1CH, SAS 4x, 1 x (SFF-8088)

0, 1(0+1), 3, 5, 6, 10, 30, 50, 60

ASIC400

8

Tower or Desktop (Convertible)

No

A08S-C2131

Terminal emulation via RS-232 or Telnet, LCD keypad panel, embedded RAIDWatch or JAVA-based SANWatch*1Management

YesYesRedundant Fan Modules

YesYesRedundant Power Supply

Drive Channel

2CH, SAS 4x, 2 x (SFF-8088)Host Channel

0, 1(0+1), 3, 5, 6, 10, 30, 50, 600, 1(0+1), 3, 5, 6, 10, 30, 50, 60RAID Levels

ASIC400ASIC400RAID Engine

88Drive Bays

Tower or Desktop (Convertible)2U RackmountForm Factor

NoNoRedundant Controller

A08S-C2132Model

Product Image 


